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Sivoia™ QS power 
supply panel

Sivoia QS 
window shades

seeTouch® QS 
wallstations

Quantum®Energi Savr 
Node QS™

Daylight sensors

Occupancy sensors

Personal 
controls QS link

DALI 0-10V Switching

Model Number QSNE-2DAL-D QSNE-4T5-D QSNE-4S5-D

Voltage 220-240V 220-240V 220-240V

Outputs 2 Loops, 64 
ballasts each

4 switched 
outputs
4 0-10V 
channels

4 switched 
outputs

QS Link up to 100 
devices

up to 100 
devices

up to 100 
devices

Sensor groups 4 2 2

Wired sensor 
group

Fluorescent or LED loads

Quantum is a centralised control system that 
allows facility managers to utilise electric light 
and daylight for maximum energy ef� ciency, 
comfort, and productivity. Easily con� gure, 
monitor, analyse, and report on the light 
throughout an entire building from one location.

Start with a single area system Link several Energi Savr Node QS 
modules to allow integrated control 
of several areas or � oors

Add Quantum ® for whole-building 
light management

Quantum

Link several Energi Savr Node QS Add QuantumAdd Quantum  for whole-building 

seeTouch QS 
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Energi Savr Node QS™Energi Savr Node QS

Sivoia QS 

Occupancy sensors

Personal 
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To other QS devices

1 2 3

ENERGI SAVR NODE QS™ IS COMPLETELY SCALABLE SYSTEM DIAGRAM

Energi Savr 
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